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V3
BALL VALVE

GACHOT®

Temperature,°C

Pressure, bar

Diameter, mm

Kv  
OPTIMUM

FOLLOW-UP  
& ADVICE

100%
TESTED 
VALVES

Liquid 
Performance  
(Group 1 & 2)

* with occasional peaks at 150 °C (Max 1h)

Gas 
Performance

Applications

Gachot® V3 is a robust valve for the following applications:

•	 Water & gas distribution,
•	 Industrial & civil heating,
•	 High & medium pressure hydraulic systems,
•	 Oleo hydraulic & pneumatic systems,
•	 Oil facilities & petrochemicals,
•	 Non-agressive fluids,
•	 Vacuum.

Features

•	 Nickel-plated brass (dual protection: nickel plating & chrome 
plating),

•	 Inner surface without nickel,
•	 PTFE seal,
•	 Full port only,
•	 Retightenable cable gland,
•	 Compliant with Directive ATEX 2014/34/EU,
•	 ACS approved,
•	 Airtight,
•	 Superior tightness: DSS4®.

Connection
•	 Threaded male & female version available (UNI ISO 7/1 & UNI EN
•	 10226),
•	 NPT & BSPT on request.

Options
•	 Available degreased,
•	 Approved in compliance with standard DIN-DVGW,
•	 Optional purge system.

Temperature,°C

Gas Group 1 
Pressure, bar

Diameter, mm

Gas Group 2 
Pressure, bar
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Parts List

Pressure / Temperature curves 

Pr
es

su
re

 in
 B

ar

Temperature °C

With butterfly handle With square hood With subsurface adaptor hood With hood & filling hole

Options

Name Material

1 Body Brass UZ 39 Pb1 nickel-
plated

2 Ball Brass UZ 39 Pb1 hard 
chromium-plated

3 Seat PTFE

4 Body end Brass UZ 39 Pb1 nickel-
plated

5 Stem Brass UZ 39 Pb1 nickel-
plated

6 Packing PTFE

7 Gland packing Brass UZ 39 Pb2 nickel-
plated

8 Back nut Brass UZ 39 Pb2 nickel-
plated

9 Lever AS G7 lilght alloy

10 Washer Nickel-plated steel

11 Screw Nickel-plated steel


