Ball Valve - GACHOT V3

DN 6 / DN 80
NPS 1/8” to 3”

V3
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Ball Valve - GACHOT V3

1. PRESENTATION :

DN 6 / DN 80
NPS 1/8” to 3”

CARACTERISTIQUES

FEATURES

Diamétre (mm) :
- DN 6 a DN 80.

Température :
- Pour les liquides : -20 a +130°C

avec pointes occasionnelles de 150°C (Maximum 1 heure).
- Pourles gaz : -20 a +60°C.

Pression (Classification des fluides suivant DESP 2014/68/UE) :
- Liquide Groupe 1 & 2 : 100 bar maxi

- Gaz Groupe 2 : 100 bar maxi

- Gaz Groupe 1 : 5 bar

Matériaux du corps :
Laiton nickelé.

Sizes (mm):
- DN 6 to DN 80.

Temperature:
- For liquids: -20 to +130 ° C

with occasional points of 150 ° C (Maximum 1 hour).
- For gases: -20 to +60 ° C.

Pressure (Fluids classify according to PED2014/68/EU):
- Liquid Group 1&2: 100 bar maxi

- Gas Group 2: 100 bar maxi

- Gas Group 1: 5 bar maxi

Body materials:
Brass nickel-plated.

Raccordements : Connections:
- Filetage male et femelle suivant la norme UNI ISO 7/1 (UNI EN | - Standard female and male according to UNI ISO 7/1 (UNI EN
10226). 10226).
- NPT et BSPT sur demande.
- On request NPT and BSPT.
Applications : Applications:
e Distribution de I'eau et du gaz. e Installations of gas and water distribution.
e  Chauffage industrielle et civil. e Industrial and civil heating.
. Systémes hydrauliques a haute et moyenne pression. . Water plants at medium and high pressure.
. Systémes oléo-hydrauliques et pneumatiques. e  Hydraulics and pneumatics.
. Installations pétroliéres et pétrochimies. . Oil and petrochemical fields.
e  Fluides non-agressifs. e  Non-aggressive fluids.
e Vide (testé a 1,10 - 2 mbar) . Vacuum (tested at 1,10 - 2 mbar)

Caractéristiques :

e Le robinet V3 est a passage intégral uniquement.

e Le robinet est conforme a la directive ATEX 2014/34/UE

qui concerne les systéemes de protection pour I'usage

dans atmospheres potentiellement explosives (groupe I

catégorie 2).

Le robinet a été approuvé a la norme ACS (F/F 1/8” - 3”).

La série est également disponible en dégraissée.

Sa conception est trés robuste.

Double protection : nickelage et chromage.

Parfaitement étanche a I'air.

Etanchéité supérieure : DSS4®.

e  Surface intérieure non nickelée afin de répondre aux
normes européennes sur 'eau potable.

e  Le presse étoupe est resserrable.

e  Toutes les vannes sont testées suivant un cahier des
charges stricte qui couvre 'ensemble de la production.

e  Lavanne est homologuée suivant les normes DIN-DVGW,
cet agrément a été attribué pour la premiére fois en 1974
et depuis reconduit tous les ans avec succes.

e  Option : Systéeme purge.

Features:

The V3 valve is full bore only.

The valve complies with the ATEX 2014/34/UE concerning
protection systems for use in potentially explosive
atmospheres (Group Il category 2).

The valve has been approved to ACS standard (F/F 1/8 "- 3").
On request, available in without Grease version.

Its design is very robust.

Double protection: nickel plating and chrome plating.
Perfectly airtight.

Superior sealing: DSS4®.

e Interior surface not nickel-plated to meet European standards
on drinking water.

The cable gland can be tightened.

All valves are tested according to strict specifications that
cover the entire production.

e The valve is certified according to DIN-DVGW standards. This
approval was granted for the first time in 1974 and has since
been successfully renewed every year.

. Option: Purge system.
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Ball Valve - GACHOT V3

2. NOMENCLATURE / PART LIST:
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DN 6 / DN 80
NPS 1/8” to 3”

DSS4® Systéme d’étanchéité
supérieur conique breveté.

DSS4® Dynamic sealing system
(international patent).

Rep

10

Qté
Qty

Désignation
Designation

Boule

Bouchon

Garniture

Contre écrou

Rondelle

Ball

Body end

Packing

Back nut

Washer

Matiére / Materials

Laiton UZ 39 Pb1 chromé dur
Brass UZ 39 Pb1 hard chromium-plate

Laiton UZ 39 Pb1 nickelé

PTFE

Laiton UZ 39 Pb2 nickelé
Brass UZ 39 Pb2 nickel-plated
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3. DIMENSIONS:

- Dimensions principales / mains dimensions (mm) :

A

DN 6/ DN 80
NPS 1/8” to 3”

0
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|
Femelle/Femelle Male/Femelle Male/Male
Female/Female Male/Female Male/Male
DN | NPS A B ([@C|@dD Kv
Poids/Weight Poids/Weight Poids/Weight
L L L
Kg Kg Kg
6|1/8" | 7552|238 |48| 016 |49| 0,15 |52]| 0,15 5
1/4" [ 75|52 | 23 51| 0,15 |55| 0,15 [55]| 0,15 6
10| 3/8" [100| 61 | 29 | 10 | 55 0,25 60 0,26 66 0,27 8
15| 1/2" [100| 64 | 36 | 15 | 69 0,37 75 0,38 82 0,38 15
20 | 3/4" |120| 76 | 45 | 20 | 77 0,64 86 0,66 94 0,68 28
25| 1" (12080 | 54| 25| 89 0,89 99 0,92 |108| 0,95 39
32|1"1/4|150( 98 [ 65 | 32 |103| 156 [113| 1,65 [123| 1,69 84
40 |1"1/21150]104( 79 | 40 [114 2,32 125 2,40 136 2,53 156
50 2" |175]|119| 96 | 50 |134| 363 147 3,91 161| 4,05 243
65 (2" 1/21280(155(119| 65 | 160 5,54 166 5,52 172 5,70 |476
80 3 280 167|144 80 (185| 844 770
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Ball Valve - GACHOT V3 oS e o

4. CARACTERISTIQUES / FEATURES:

- Pression - température / Pressure - temperature
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Note :
2014/68/UE Liq. Gr1& Gr2
2014/68/UE Gaz Gr2 (max.60°C)
2014/68/UE Gaz Grl (max. 5 bar - max.60°C)
5. OPTIONS:

- Avec manette papillon en aluminium / With aluminium T-handle DN6 - DN25 :
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Ball Valve - GACHOT V3 oS e o

- Avec capot carré / With square cap DN10 - DN50:

- Avec capot adaptateur souterrain / With underground adaptor DN15 - DN80 (F/F)
DN15 - DN65 (M/F — M/M) :

- Capot avec trou pour plombage / Cover with sealing cap DN15 - DN80O :
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Ball Valve - GACHOT V3

Avec prolongateur et levier / With extension and lever DN10 - DN8O :

Avec possibilité d’application de cadenas / Lockable DN20 - DN8O :

DN 6 / DN 80
NPS 1/8” to 3”

Rev/Date | A [ 1017 | B | 0218 | | | ] | ] | ]

sApAG )

VALVES

ROBINET A TOURNANT SPHERIQUE
BALL VALVE

159797 7/8
OCT. 2017




Ball Valve - GACHOT V3

6. CODIFICATION:

DN 6 / DN 80
NPS 1/8” to 3”

Raccordement Organe de manceuvre
Connection Operator type L
Série DN Libellé Description Libellé  |Description Libellé Option
V3 - FF-1507 150 7/1Rp threaded(F/F) LEV Levier Rouge/ Red lever Standard
FF-NPT NPT Threaded (F/F) LEV.B Levier Bleu / Blue lever Deg Degroisse/ Degreased
i0 MM -BSPP |BSPP Screwed (M/M) LEV.N Levier Noir / Black lever Dra Drain/ Drain hole
i5 FM-1S07 |1S0O 7/1Rp threaded(F)-screwed(M) Sans/ Without Ext Extension/ Extension
20 MAN. Manette papillan/ T-handle Cad. f:;::;:on caeny
25 CARRE |Capot Carré / Sguare cap
2 . e
o e G
50
&5
80
SAPAG Valves
2 Rue du Marais - 80400 HAM
www.sapag-valves.com
Standard / Reception :
Tel: 33(0)3.23.81.43.00
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